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@0 AauaBest ProA
ULTRAVIOLET DISINFECTION SYSTEM

Advantages: Effective Economical Safe
Fast & Easy Automatic
Chemical Free

Applicatlons: Drinking Water Food
Processing Medical Industries
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MODEL# PA-2 PA-3 PA-6 PA-8 PA-12 PA-18 PA-24 PA-35 PA-42 PA-52
Flow Rate 2gpm 3gpm 6gpm 8gpm 12gpm 18gpm 24gpm 35gpm 42gpm 52gpm
gpm(m?/Hr.) (0.5) 0.7) (1.4) (1.8) (3) 4.1 (5.5) (7.9) (9.5) (11.8)
Inlet/Outlet Port 1147 102" 102" 34" 34" 1" 1" 1" 14172" 14172"

(MNPT)

Dimension ‘¢™ 35%6.5 39x6.5 56%6.5 87x6.5 91x6.5 47%8.9 56x8.9 75%8.9 89x8.9 100%8.9
(inch) | (14x2.5) (16%x2.5) (22x2.5) (34x2.5) (36%2.5) (19x3.5) (22x3.5) (30x3.5) (35%x3.5) (39x3.5)

I -
Quartz Sleeve Partt | QS331 QS370 QS535 Qs845 QS890 QS452 Qs542 QS732 QS872 QS1082
Ballasts Controller #BAC100-E, 0.42A., 100V.-250V.,50/60Hz. #BAC100-T, 1.1A., 100V.-250V.,50/60Hz.
I I ]
Control:

» Audible Alarm
» Lamp Operation Indicators
» Total Running Days:Non-Resettable,Log up to

4 4-109(99.99%)Reduction in Bacteria,Viruses and Protozoan

Cysts
9999 Days
» UL & CE Certification <4 UV Lamp Rated Life 10000 Hours

Operating Parameters:
+ Max.Operating Pressure:125psi(8.62bar)
+ Ambient Water Temperature:2-40°C(36-104°F)
+ Iron:<0.3ppm(0.3mg/L)
+ Turbidity:<1NTU b Installation:Vertical or Horizontal

+ UV Transmittance:>75%

< Electro-Polished 304SS Reactor Chamber(316SS Available on

Request)
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UV DOSE (mJ/em?) Manufacturers INSF/EPA 0 2 " - " "
Nole: dosages based on 95% UVTat end of lamp life (EOL) Standard IStandard
Note: 1mJ/em?® =1,000 nWsec/cm® uv DOSE (mJ/cm’)

Typical Installation
(

&

Lamp Made In USA Worldwide Patent Number: 7.604,505
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0 one year warranty on UV lamp, quartz sleeve and other components.
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ASSOCIATION

AQUA BEST TECHNOLOGY LIMITED Tel : +86-021-64499202
www.aquabestuv.com sales@aquabestuv.com Fax : +86-021-64499223 AQUA BEST TECHNOLOGY LIMITED Copyright 2014 .All Rights Reserved
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